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DIMENSIONS (mm)
Wheelbase X 3500/1390
Max chassis cab length K 8243.5
Max height of chassis cab (unfaden) H 3194
Front track C, 2042
Rear track C, 1823
Rear overhang Y 1850
Length of chassis behind cab M 6468.5
(withouth snorkel) (6028.5)
Height of frame at frame end t 1162
(unladen) (1162)
Minimum ground clearance L 315
Turning circle diameter 16900
Clearance circle diameter 18050
WEIGHTS (kg)*
Max. total permitted weight 33000/38000#
Max. permitted at front 7500/8500#
Max. permitted at rear 26000/30000#
Gross Combination Weight 56000
Kerb weight of chassis, cab, driver, 10190
tools and spare wheel** (10300)
Weight on front axle 4945
(5000)
Weight on rear axles 5245
(5300)

() Data in brackets refers to long cab version.

* Max permitted weights can varies according tyres/markets homologations.

** With RT 14609 reduction of approx 40 Kg,
with 16 S 151 reduction of approx 50 Kg.
# With specific tyres and rear axle ratio.
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ENGINE 8210.42 K
Turbocharged - Intercooler.
Diesel, direct injection 4 stroke
Number of cylinders 6 in line
Bore 137 mm
Stroke 156 mm
Total displacement 13798 cm’

Max power output (EEC) 272 kW (370 HP)

at 1900 rpm.
Max torque (EEC) 1720 Nm (175 Kgm)
at 1100 rpm
Weight (without oil) 1100 Kg
Specific fuel consumption
at max torque 195 g/kWh
Oil capacity 20 Kg

Crankshaft supported by 7 main bearing - In-line
injection pump - All speeds governor - Hydraulic
steering pump - Water cooling.

CLUTCH

Dry single plate, pull type with diaphragm springs,
power assisted, diameter 17",

Asbestos free-linings.

TRANSFER BOX

Three-shaft transfer case. Pneumatic actuation of
on and off-road gears.
On/off-road ratio = 1.00/1.6.

GEARBOX

Type: RT 14609

Flanged on the engine, constant mesh, hand
control.

No. of speeds 9 + 2 reverse.

Single H type engagement.

Performance: (with 12.00 R20 tyres - rear axle
ratio 1:4.23 - G.V.W. 33 1).

On-road

Gear ratios; Max. speed Gradeability
Ist 1:12.65 - 54.0%
9th 1:1.00 92 km/h -
Off-road

Gear ratios: Max. speed Gradeability
Ist 1:12.65 - 100.0%
9th :1.00 58 km/h -

lveco - International Operations - Marketing Services -

The information in this literature is intended to be of a general nature only. lveco reserve the rigl

your dealer.

Publication n. 107291892 - Printed in italy 06.96 - lvreagrafica
ht to modify or change specifications at any time. For more detailed information consult




[image: image3.jpg]


[image: image2.jpg]MP 380E37W EUROTRAKKER

(Chassis Cab 6 x 6)

IVECO

Type: RT 14613

Flanged on the engine, constant mesh, hand
control.

No. of speeds 13+ 2 reverse.

Single H type engagement.

Performance: (with 12,00 R20 tyres - rear axle
ratio 1:4.23 - GV.W. 33 1).

On-road

Gear ratios: Max. speed Gradeability
Ist 1:14.24 - 63.0%
i3th 1:1.00 92 km/h -
Off-road

Gear ratios: Max. speed  Gradeability
Ist 1:14.24 - 100.0%
13th 1:1.00 58 km/h -

Type: ZF 16SI151

Flanged on the engine, synchromesh, hand con-
trol.

No. of speeds 16 + 2 reverse.

Double H type engagement.

Performance: (with 12.00 R20 tyres - rear axle
ratio 1:4.23 - GV.W. 33 ¢).

On-road

Gear ratios: Max. speed Gradeability
Ist 1:16.47 - 79.0%
l6th 1:1.00 92 km/h -
Off-road

Gear ratios: Max. speed Gradeability
Ist 1:16.47 - 100.0%
féth 1:1.00 58 km/h -

CHASSIS FRAME

Double bottle neck shape, longitudinals “C” sec-
tion one piece. Front and rear cross-member
bolted to the frame. Fixing points for body.

DIMENSIONS (mm)

Thickness longitudinal 10
Height longitudinal (max) 309
Width of webs 80
Frame width (rear) 776
STEERING

Recirculating-ball, power steering - Steering col-
umn divided - Steering wheel diameter 500 mm -
Steering wheel adjustable in height and rake -
Seering lock.

FRONT AXLE

Driving axle, double reduction (Axle housing +
wheel hub)

REAR AXLE

Tandem driving axle, double reduction (Axle
housing + wheel hub) - Differential lock.

SUSPENSION
Front: — single-acting, semielliptic leafsprings.
Rear: — semielliptic leafsprings - Cantilever.

Stabilizer bars: Front and rear optional.

Shock absorbers: Double-acting, hydraulic tele-
scopic, 2 on front standard, 2 on rear axle
optional.

WHEELS
Disk type - Size 8.5x 20"

TYRES
Single at front, paired at rear.
Size: 12.00 R 20

Load-index: 154/149
Speed-index: K.

BRAKING SYSTEM

Conforms to EEC standards.

Drum brake type, Simplex front and rear.

Service: pneumatic with 2 indipendent circuit/
2 lines.

Emergency: combined with service brake.

Parking: hand operated, pneumatical, with
spring cylinders on brake shoes of
rear wheels.

Engine brake: by air pressure on engine exhaust.

Braking system consisting of:

—one cylinder compressor 22! cc capacity

—air dryier with manual discharge of condensation

-3 air tank 30 I. capacity each

— | air tank 10 I. capacity

— | regeneration tank 5 |, for air dryier.

Dimensions (mm) Front  Rear Rear
(Ist)  (2nd)
Drum diameter 410 410 410
Lining width 180 200 200
Lining area (cm?) 2750 3085 3085
Brake cylinder 2Xx24" 2x24" 2x24"

ELECTRICAL SYSTEM

Voltage 24 V - Two batteries 12 V (143 Ah)
tropicalized - Alternator 28 V - 35 A - Starter
motor 6.6 kW.

LIGHTING AND INDICATORS

All obbligatory lights and signals conforming to
local requirements.

OTHER EQUIPMENTS

- Exhaust pipe on left hand side
—Front hook, vertical pin type in the front
bumper
—Two chocks
~Spare wheel (withouth carrier)
— Air intake behind the cab, left side
~Oil bath air filter
—Fuel feed system consisting of:
300 | capacity fuel tank, in sheet steel
o fuel filter
o fuel pump
o prefilter
e separator
—Toal set and jack
~ Withouth underrun bar (opt) and spare wheel
carrier (opt).
- Socket for tyres inflaction
—Socket for air pressure check
- 1SO electric coupling joint for trailer/semitrailer
- Tail-end cross member D =200 kN.

CAB

Forward control cab, hydraulically tiltable for-

ward by 67°.

Rear panel without windows.

Door covered with plastic washable material

with:

- Air duct

—Manually operated wind-down windows on
driver’s and passenger’s side

— Fixed quarter lights

—~ Arm-rests

—Grab handles on front and rear pillars.

Reinforced one-piece windscreen of laminated

safety glass AS| type.

Low positioned exterior door handle,

Anchoring points for safety belts.

Cab suspension by means of helical springs and

shock absorbers.

Underbody corrosion protection, wax-based pro-

tection for boxed sections.

Seats:

—driver's seat: rigid; adjustable for reach, rake and
height; upholstery in imitation leather

— passenger’s seat: rigid; adjustable for reach, rake
and height; upholstery in imitation leather

Roof: in plastic with standard internal trim:

— provision for rotating lights

— mechanical operated roof hatch, (electric «
long cab (MPL) medium roof).

Floor: with removable and washable rubber mats.

Interior equipments:

- trimming on side/rear wall in thermo formed
washable material

- ceiling lamp

~2 sun visors

~trimmed crosspiece with central shelf

- provision to fit radio and CB

- housing for loudspeakers

~— storage box on rear wall (only for MPC day cab)

~ tiltable lower bed with curtains and ceiling lamp
(only MPL sleeper cab).

Central console:

- heating system and controls

—air outlets

—cigarette holder

—illuminated ashtray

- provision for cigarette lighter

- storage box.

In cab equipment:

Telltales and warning lights monitored using inter-

national simbols.

Instruments:

~fuel level indicator + warning light

~engine coolant thermometer + warning light

- tachometer

~engine oil pressure gauge + warning light

—hand accelerator.

Multifunction stalk for:

~horn

-~ main beam

—main beam flash

- direction indicators

— twin speed, twin brush windscreen wipers plus
intermittence

- twin nozzle electric windscreen washer,

Exterior equipment:

-2 electrically operated windscreen wipers

~- plastic front grille

—front bumper in steel

- headlamp protection grille

—front mudguards with 3 steps

- storage compartment on left hand side opening
from inside (only MPL long cab)

—external rearview mirrors for driver and pas-
senger

- external engine starter (when cab is tilted) with
safety device.
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